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Environmental Protection Agency § 60.273a

Shop means the building which
houses one or more EAF’s or AOD ves-
sels.

Shop opacity means the arithmetic
average of 24 observations of the opac-
ity of emissions from the shop taken in
accordance with Method 9 of appendix
A of this part.

Tap means the pouring of molten
steel from an EAF or AOD vessel.

Tapping period means the time period
commencing at the moment an EAF
begins to pour molten steel and ending
either three minutes after steel ceases
to flow from an EAF, or six minutes
after steel begins to flow, whichever is
longer.

[49 FR 43845, Oct. 31, 1984, as amended at 64
FR 10110, Mar. 2, 1999]

§ 60.272a Standard for particulate mat-
ter.

(a) On and after the date of which the
performance test required to be con-
ducted by § 60.8 is completed, no owner
or operator subject to the provisions of
this subpart shall cause to be dis-
charged into the atmosphere from an
EAF or an AOD vessel any gases which:

(1) Exit from a control device and
contain particulate matter in excess of
12 mg/dscm (0.0052 gr/dscf);

(2) Exit from a control device and ex-
hibit 3 percent opacity or greater; and

(3) Exit from a shop and, due solely
to the operations of any affected
EAF(s) or AOD vessel(s), exhibit 6 per-
cent opacity or greater.

(b) On and after the date on which
the performance test required to be
conducted by § 60.8 is completed, no
owner or operator subject to the provi-
sions of this subpart shall cause to be
discharged into the atmosphere from
the dust-handling system any gases
that exhibit 10 percent opacity or
greater.

§ 60.273a Emission monitoring.

(a) Except as provided under para-
graphs (b) and (c) of this section, a con-
tinuous monitoring system for the
measurement of the opacity of emis-
sions discharged into the atmosphere
from the control device(s) shall be in-
stalled, calibrated, maintained, and op-
erated by the owner or operator subject
to the provisions of this subpart.

(b) No continuous monitoring system
shall be required on any control device
serving the dust-handling system.

(c) A continuous monitoring system
for the measurement of opacity is not
required on modular, multiple-stack,
negative-pressure or positive-pressure
fabric filters if observations of the
opacity of the visible emissions from
the control device are performed by a
certified visible emission observer as
follows: Visible emission observations
are conducted at least once per day
when the furnace is operating in the
melting and refining period. These ob-
servations shall be taken in accordance
with Method 9, and, for at least three 6-
minute periods, the opacity shall be re-
corded for any point(s) where visible
emissions are observed. Where it is pos-
sible to determine that a number of
visible emission sites relate to only
one incident of the visible emissions,
only one set of three 6-minute observa-
tions will be required. In this case,
Method 9 observations must be made
for the site of highest opacity that di-
rectly relates to the cause (or location)
of visible emissions observed during a
single incident. Records shall be main-
tained of any 6-minute average that is
in excess of the emission limit speci-
fied in § 60.272a(a) of this subpart.

(d) A furnace static pressure moni-
toring device is not required on any
EAF equipped with a DEC system if ob-
servations of shop opacity are per-
formed by a certified visible emission
observer as follows: Shop opacity ob-
servations shall be conducted at least
once per day when the furnace is oper-
ating in the meltdown and refining pe-
riod. Shop opacity shall be determined
as the arithmetic average of 24 con-
secutive 15-second opacity observations
of emissions from the shop taken in ac-
cordance with Method 9. Shop opacity
shall be recorded for any point(s) where
visible emissions are observed. Where
it is possible to determine that a num-
ber of visible emission sites relate to
only one incident of visible emissions,
only one observation of shop opacity
will be required. In this case, the shop
opacity observations must be made for
the site of highest opacity that di-
rectly relates to the cause (or location)
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